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Effective July 23 through August 31, 2018

PLUS Complimentary Accredited  
Calibration and Shipping*

SAVE
10%



*Complimentary accredited calibration applies to orders placed July 23
through August 31, 2018. Mitutoyo America Corporation reserves the right 
to change or discontinue this offer at any time. This offer is void wherever
prohibited or restricted by law. No cash value. Complimentary accredited
calibration will be conducted prior to unit shipping and cannot be applied
toward previously placed orders. Refer to our terms and conditions for
further details.

*Complimentary ground shipping for the 48 contiguous United States.
Offer applies to orders placed July 23 through August 31, 2018. Mitutoyo
America Corporation reserves the right to change or discontinue this offer
at any time. This offer is void wherever prohibited or restricted by law. No
cash value. For Alaska and Hawaii special rates apply. Contact us for details. 

Complimentary shipping cannot be applied toward previously placed orders. Orders may only be shipped 
to a single address. If customer returns product, they are responsible for the shipping cost. Refer to our 
terms and conditions for further details.

†Excellent accuracy of (1.1+0.6L/600)µm with 0.1µm/0.5µm resolution/repeatability.
†Perpendicularity of 5µm and straightness of 4µm are guaranteed.
†Pneumatic full/semi-floating system.
†One-key operation for running a semi-automatic measurement.
†Programmable to measure repetitive parts faster.

Data Management Software by Mitutoyo
ENABLED

VIDEO DEMO

5.7” color LCD

LINEAR HEIGHT LH-600E PROMO

10% Off - Plus Complimentary Accredited 
Calibration (A2LA 0750.01) and Shipping*
Linear Height LH-600E

The Mitutoyo Linear Height LH-600E offers advanced performance 
for reliable and easy 2D measurement.
Measuring Range (stroke) 0–38”(24”) / 0–977mm(600mm) 

with power grip

Promo Price
$8,091
518-352A-21

standard

Promo Price
$7,632
518-351A-21

PROMO027 PROMO028

Package

Mitutoyo America Corporation
965 Corporate Boulevard
Aurora, IL 60502
888-648-8869

Company: ABC Company Calibration control no: 123456
Address: 123 Main Street Calibration date:

Springfield, IL 60502

Description: Linear Height QMDATA serial no: Probe model no:
Model number: Main unit serial no: Measuring range:
Code number: Customer unit ID:

As-Found As-Found As-Found As-Found

Measured errors in micrometers (um). L in mm. Shaded values are upward measurements.

MM123, 1010 mm Checkmaster, s/n 1310007
MM555, Mu-Checker, s/n 98765
MM321, Ceramic Square, s/n 123455

15-Mar-2018Date issued:Calibration completed and authorized by: John Doe, Calibration Technician 1

May-2018Cal Due Date:21-May-2017Cal Date:
Cal Date: 1-Dec-2017 Cal Due Date: Dec-2018
Cal Date: 1-Nov-2017 Cal Due Date: Nov-2018

COMMENTS

Certificate of Calibration

Length Length Length

0.0

Calibration due date:

MM-0123

460.0 -0.82 ---300.0 -0.52 ---

As-Left
Error  Error L

518-351A-21

12AAF634
0100141403

As-Left

---
610.0 0.59 ---

---
540.0 -0.85 ---
570.0 -0.28 ---

---
500.0 -1.16 ---

450.0 0.99 ---

0.76 ---
420.0 -0.23 ---

330.0 0.73 ---
340.0 -0.21 ---
370.0 0.70 ---
380.0

580.0 -0.86
290.0 0.23 ---

220.0 -0.34 ---
250.0 0.14 ---

Error

490.0 0.07

0.02 ---
410.0

260.0 -0.15 ---

Reference 
Standards

0100141403

15-Mar-2018
March 2019

LH-600EG 0-600 mm

As-Left
See below

Pass/Fail
Pass
Pass
Pass

10.0
20.0
50.0
60.0
90.0

100.0
130.0

As-Found Pass/Fail
New

Error

1.2
1.3

---
New ---
New ---

Statements of conformity are based on the test values and the original manufacturer tolerances and when accounting for the 
measurement uncertainty using a simple acceptance decision rule. Uncertainty: Length Accuracy: ± (0.50 + 0.9L/1000) µm, 
Perpendicularity: ± (0.77 + 1.5L/1000) µm, Straightness: ± 1.4 µm. The uncertainty represents an expanded uncertainty 
expressed at approximately a 95% confidence level using a coverage factor of k=2. The uncertainty applies to this 
calibration only and not the measurement of customer parts. The errors shown above are test values for verification 
purposes only. Traceability is through the National Institute of Standards and Technology - see listed Mitutoyo reference 
standards below. NIST No. 683/283809-13. Any number of factors may cause this calibration to drift out of specification 
before the requested interval has expired. This calibration was performed at the world-class Mitutoyo Calibration Laboratory. 
Customer visits and tours are welcome. Procedure: CLTM-83 Rev. B. Temperature: 20°C ± 0.25°C. This is an endorsed 
accredited calibration certificate (A2LA 0750.01) in accordance to ISO/IEC 17025:2005 and ANSI/NCSL Z540-1-1994. This 
one-page certificate shall not be reproduced except in full without the written permission of Mitutoyo America Corporation.

ErrorL
-0.31
0.10

210.0

As-Left
Error

530.0 -0.21

LengthAs-Left
LError Error L

0.25

140.0

Tolerance
(1.1+0.6L/600) µm

5 µm
4 µm

Length Accuracy  
Specification

Perpendicularity
Straightness

* out of tolerance

0.00
-0.23
0.00

-0.22
-0.02
0.78

-0.11
0.39

---
---
---
---
---
---
---
---

---
---
---
---

170.0
180.0 -0.41

We reserve the right to change prices and specifications without notice. Not valid with any other offer or promotion. 
This promotion is for U.S. market only. Please refer to terms and conditions for additional information.

Mitutoyo America Corporation   |   1-888-mitutoyo   |   www.mitutoyo.com
© 2018 Mitutoyo America Corporation, Aurora, IL        0718-02  •  WEB ONLY  •  July 2018

To order, contact your local authorized Mitutoyo distributor.
Mitutoyo products are sold only through authorized distributors. To find an authorized  
distributor near you, visit: http://www.mitutoyo.com/distributor-locator/

http://www.mitutoyo.com/MDC%20

