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ICI Pilling Tester
The ICI Pilling Tester fulfills the requirements of BS 
EN ISO 12945 part 1: 2001 – Determination of Fabric 
Propensity to Surface Fuzzing and Pilling. Available 
in two or four box versions. Standard accessories 
supplied with each ICI Pilling Tester.

KFG-2370 ICI Pilling Tester with 2 boxes
KFG-2370A ICI Pilling Tester with 2 boxes fitted with 
snagging points
KFG-2371 ICI Pilling Tester with 4 boxes
KFG-2371A ICI Pilling Tester with 4 boxes fitted with 
snagging points

Polyurethane Pilling Tubes (Four per box)
Cutting Template
Pilling Tube Mounting Jig
Photographic Standards
PVC Adhesive Tape

Drum Pilling Tester - M&S
Designed to meet the requirements of Marks and Spencer 
methods P18A and P18B
• Feature’s inverter-controlled drive system with ability to 

control speed at 60rpm, 30rpm, and 30rpm with reversing 
action.

• Electronic Counters automatically stop or reverse the drive 
when the preselected count has been achieved.

KFG-2375 Drum Pilling Tester M&S with 2 drums
KFG-2376 Drum Pilling Tester M&S with 4 drums

Provided Accessories

• Polyurethane Pilling Tubes and Locking Rings
• Liner Support
• Marks and Spencer Cutting Template
• Specimen Mounting Jig
• Photographic Standard
• Double-Sided Adhesive Tape


